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2.50mm Crimp Style Connector

mm 1:1 1/2

2020/08/03 K JoshuaEN20200803001 1.Add CAP TYPE
2.Add 06PIN P/N

Specifications :
Voltage rating: 250V AC / DC
Current rating: 3A  AC / DC
Withstanding voltage: 1000V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance:≥1000MΩ
Contact resistance: ≤20mΩ
After environmental testing：≤30mΩ
Material(Pin): Brass
Material(Cap): LCP Black Color 94V-0
Mates With SES0  Housing 2502H
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Series No.
Category: W-WAFER
Connector Type: V- 180°
Mouting Type:  Blank-DIP 
Row No.-Pin No.:  XX-03P~06P
Special No.: 
K-With Kink ; A-DIP=4.00mm  
K-With Kink ; DIP=3.30mm    
Blank-Without Kink ; DIP=3.30mm
Blank-Without Kink ; B-DIP=2.10mm
Blank-Without Kink ; C-DIP=2.60mm
 Material: LP-LCP 94V-0
Plating Category:
SW-Matte Tin 100u" Min.; Ni 50u" Min. 
V30-Contact Area  Gold 30u"Min.; Solder Area G/F;Ni 50u" Min.
Color: Blank-Natural Color
Package: B-Bag/Without Mylar 
Blank-Reel/With Mylar  W-Reel/With Mylar(Reverse Direction)
C-Reel/With CAP   C1-Reel/With CAP(Reverse Direction)
DC-With Date Code    Blank-Without Date Code
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2023/08/05 K1 Alan qin/ Add 2.1mm and 2.6mm solder pin sizes Joshua
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1.Add CAP TYPE
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